


Test Data

Low Speed CCW Motor Shaft Rotation

Data Point

Data Type

Value Range

No Load

Current (A)

1.0-0.8

Speed (rpm)

46.7 - 38.2

Stall Load

Torque (Nm)

33.5-27.4

Current (A)

20.2-16.5

Peak Power

Power (W)

36.6 -30.0

Torque (Nm)

16.3 - 13.3

Nominal
(Peak
Efficiency)

Power (W)

18.8 nominal

Speed (rpm)

34.8 nominal

Current (A)

3.7 nominal

Torque (Nm)

5.2 nominal

Clockwise Motor Shaft Rotation

Data Point

Data Type

Value Range

No Load

Current (A)

1.6-1.3

Speed (rpm)

68.0 - 55.6

Stall Load

Torque (Nm)

28.6 - 23.4

Current (A)

22.7-18.6

Peak Power

Power (W)

44.7 - 36.5

Torque (Nm)

14.5-11.9

Nominal
(Peak
Efficiency)

Power (W)

25.1 nominal

Speed (rpm)

49.2 nominal

Current (A)

4.7 nominal

Torque (Nm)

5.0 nominal

230 Series Standard Left Hand Motor
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Torque in Newton meters
(Nm x 8.851 = inch pounds)
(Nm x 10.2 = kilogram meters)
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