AM Equipment

Radial

e 10mm x 4mm extension for
increased rigidity and
durability

e 300 series stainless steel
spring is custom calibrated
for each application.

® UV stabilized composite
channel.

® |nternally routed washer hose
is hidden from view and
reduces shagging.

e \Wet or dry configurations
available.

www.amequipment.com

SDR-1

Standard Duty Arm

Presenting the latest in wiper arm technology!

AM Equipment’s standard duty arm is manufactured
from stainless steel and composite materials offering
superior corrosion resistance and durability.

Marine-grade arms priced competitively with
most non-stainless wiper arms.

“Quality is our driving force"
— AM Equipment President, Ted Powell

In a world of many choices, AM Equipment offers the best in
technology development, production, and cost reduction. AM
Equipment manufactures electric motors and motor systems that
are the power within the finest vehicles and machines made today.

Our Mission

AM Equipment designs and manufactures windshield wiper
systems, motor systems, and electrical components for
recreational, industrial, marine, heavy trucking, and mass-transit
vehicles world-wide. AM Equipment is committed to the
improvement of all its processes and to increasing product value
while decreasing cost. We, at AM Equipment, hold ourselves
accountable to our customers and to the successful application
and continued use of all our products.

ISO 9001:2008 Certified
P.O. Box 790

402 E. Hazel St
Jefferson, OR 97352

Phone 541.327.1546 Fax 541.327.3480



AM Equipment

Standard Duty Arm, Radial
Available Arm Options / Corrosion and uv I
resistant materials
Length 330mm to 710mm (10mm increments)
Bend Angle 0, 10, 20, & 30 degree bends
Bend Direction Left hand and right hand bends
Washer Wet or Dry \ Matte black finish /
Blades Framed or all-weather frameless blades to 710mm
Mounting Tapered knurl and 1/2” drum mounting head
/ Reinforced\
Xenoy* resin
Arm Length Chart é’hannel
mm inch mm inch mm inch
330 — 13 480 — 19 630 — 25
340 490 640 Stainless steel
350 — 14 500 650 spring and hardware
360 510 — 20 660 — 26 \for superior corrosion resistance /
370 520 670
380 — 15 530 — 21 680 — 27
390 540 690
400 — 16 550 700 \
410 560 — 22 710 — 28 / Custom length and bend
420 570 for your application
430 — 17 580 — 23
440 590
450 — 18 600
460 610 — 24
470 620 Standard 9mm x 4mm
hookslot blade connection

Qor tool-free blade changes /

-

APPLICATIONS

\_ L - Bus & Coach
- Rail
Service back feature for Integrated high impact nozzle - Marine
easy blade changes distributes fluid in an even - Industrial Cab

Commercial Vehicles
Agricultural Vehicles

fan-spray pattern
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